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FUNC
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CPU RISC

BOOTROM 8MB

Flash Memory 512MB

DDR SDRAM 2GB
F1 5A/125V
1 Console
1 MGMT
1 UsB
1 Micro SD
1 FUNC
1 OFL
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SFP Small Form-Factor Pluggable
HNM-8SFP
HNM-8SFP
8 SFP 100M /1000M SFP
IEEE 802.3

ESD 6KV




9/125 um

1000BASE-SX 850nm
62.5/125um 220m
50/125um 500m
1000BASE-LX 1310nm
62.5/125um 550m
50/125um 550m
9/125um 10Km
1000BASE-LH 1310nm
9/125um 40Km
1000BASE-ZX 1550nm
9/125um 50Km  80Km
100BASE-FX
100BASE-FX 1310nm

2 15 40
100BASE-FX 1550nm
9/125um 80Km
10/100/1000BASE-T 5 UTP STP 100m
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Mini-GBIC-SX 1000BASE-SX mini GBIC LC
Mini-GBIC-LX 1000BASE-LX mini GBIC LC
Mini-GBIC-LH40 1000BASE-LH mini GBIC LC 40km
Mini-GBIC-ZX50 1000BASE-ZX mini GBIC LC 50km
Mini-GBIC-ZX80 1000BASE-ZX mini GBIC LC 80km
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dualboot crc verify:

Master boot is ok!

System bootstrap(Master boot) ...

Nor Flash ID: 0x017E1000, SIZE: 8388608Bytes
Using 1000.000 MHz high precision timer.

Press Ctrl+B to enter Boot Menu .....

Load Ctrl Program ...

Load CTRL with ECC......

Executing program, launch at: 0x01000000
RDND-6-ROLE: M1 MASTER

Ctrl Version: RGOS 10.4(3b82) Release(214368)
MTD_DRIVER-5-MTD_NAND_FOUND: 1 NAND chips(chip size : 536870912) detected
Read device id: 0x100f0090

Read 0 power(s) info

Read 0 fan(s) info

Read 0 frame(s) info

Read 0 hnm(s) info

Press Ctrl+C to enter Ctrl ......

Waiting linecard...(Press Ctrl+D to skip)

Verify the image .....[0K]

Loading main program ...

Loading main program 'rgos.bin'".

Load main program successfully.

Executing program, launch at: 0x04000000
MTD_DRIVER-5-MTD_NAND_FOUND: 1 NAND chips(chip size : 536870912) detected
Self decompressing the image:

A
i i
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Self decompressing the image succeed and will jump to 0x00010000...

Ruijie General Operating System Software

Release Software (tm), RGOS 10.4(3b82) Release(214368), Compiled Fri Mar 30 21:55:40 CST 2018 by ngcf63
Copyright (c) 1998-2018s by Ruijie Networks.

All Rights Reserved.

Neither Decompiling Nor Reverse Engineering Shall Be Allowed.

*May 17 12:17:45: %MTD_DRIVER-5-MTD_NAND_FOUND: 1 NAND chips(chip size : 536870912) detected
*May 17 12:18:23: %AUTOUPD-3-INIT_FAILED: Auto update initialize failed.

*May 17 12:19:40: %SRIPC-6-CONNECT_INFORMATION: Device 0 connect success

*May 17 12:19:40: %VTTY-6-IPC_TUNNEL: Accept connect from Card(111) on device 0!

*May 17 12:19:42: %HOTPLUG-5-PUSH_LINE_CARD_BEGIN: Begin process PUSH event in slot 0/0, line card is RSR50-X-SPU100..
*May 17 12:19:44: %SYS-5-COLDSTART: System coldstart.

*May 17 12:19:44: %HOTPLUG-5-PUSH_LINE_CARD_OK: PUSH event in slot 0/0 process OK.

Ruijie>

Ruijie>

4.2 1 F B

39



5.1

RSR50-X

Fa

0

5

f

-0

s P



6 Miav Q

©

6.1 MYy ~P L

6.1.1 Wg Au
V.354 &
1 V.35DTE V.35DTE GV V.35 Modem
V.35DCE V.35DCE V.35 DTE
HSIC-2HS NMX-4HSH V.35 DTE/V.35 DCE
2 V.35DTE-V.35DCE
1
GV
V.35 DTE V.35DTE
V.35 Modem
V.35 DCE V.35DCE V.35 DTE
HSIC-2HS

- 41 -




	前  言
	1 产品介绍
	1.1 锐捷RSR50-X路由器
	1.1.1 RSR50-X产品简介
	1.1.2 RG-RSR50-X-84主机

	1.2 控制模块介绍
	1.2.1 控制模块RSR50-X-CMI
	1.2.2 FUNC按键使用说明

	1.3 转发模块介绍
	1.3.1 转发模块RSR50-X-SPU100
	1.3.2 转发模块RSR50-X-SPU300

	1.4 业务模块介绍
	1.4.1 8端口千兆以太网光接口模块（HNM-8SFP）
	1.4.2 8端口千兆以太网电口和2端口千兆以太网光接口模块（HNM-8GT2SFP）
	1.4.3 8端口E1/CE1接口模块（HNM-8E1/CE1）
	1.4.4 1端口155M 通道化POS接口模块（HNM-1CPOS-STM1）
	1.4.5 锐捷IPsec HNM加密模块（HNM-SEC）
	1.4.6 2端口同步接口卡(HSIC-2HS)
	1.4.7 8端口千兆以太网光口和2端口万兆以太网光口模块（HNM-8SFP2XS-E）
	1.4.8 8端口千兆以太网电口和2端口万兆以太网光接口模块（HNM-8GT2XS-E）

	1.5 电源模块介绍
	1.5.1 RG-PA460-RI


	2 路由器安装前的准备
	2.1 安全建议
	2.1.1 通用安全建议
	2.1.2 电气安全
	2.1.3 激光安全
	2.1.4 存储安全

	2.2 安装环境要求
	2.2.1 承重要求
	2.2.2 空间要求
	2.2.3 温度/湿度要求
	2.2.4 洁净度要求
	2.2.5 接地要求
	2.2.6 抗干扰要求
	2.2.7 防雷击要求
	2.2.8 检查安装装置

	2.3 安装工具和设备

	3 路由器的安装
	3.1 路由器的安装流程
	3.2 固定路由器位置
	3.2.1 安装到机柜上
	3.2.2 安装在工作台上

	3.3 安装交流电源模块
	3.3.1 安装路由器电源模块
	3.3.2 拆卸路由器电源模块
	3.3.3 安装电源线及地线
	3.3.4 拆卸电源线及地线

	3.4 安装路由器业务模块
	3.4.1 安装路由器业务模块
	3.4.2 拆卸路由器业务模块
	3.4.3 路由器业务模块故障处理

	3.5 安装后的检查
	3.6 连接控制台

	4 启动和配置路由器
	4.1 启动路由器
	4.1.1 搭建配置环境
	4.1.2 路由器上电
	4.1.2.1 上电前检查
	4.1.2.2 路由器上电
	4.1.2.3 上电后检查

	4.1.3 启动过程

	4.2  配置路由器

	5 安装故障处理
	5.1  电源故障排除
	5.2  配置系统故障排除

	6 线缆使用说明
	6.1 线缆物理连接
	6.1.1 同步口的连接
	V.35模式

	6.1.2 E1接口的连接
	6.1.3 CONSOLE口的连接



