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RG-AP850(TR)

RG-AP850(TR) 802.11ax
AP 24G 5G 2.4G 0.575Gbps
802.11




RG-AP850(TR)

Radio2:5G HighBand 1.2Gbps

Radio3:5G LowBand 0.867Gbps

2.4G+5G+5G 2.642Gbps
5G+5G+5G 3.267Gbps

2.4GHz:DBPSK/DQPSK/CCK(DSSS)/BPSK/QPSK/16QAM/64QAM//256QAM/1024QAM(OFD
MA);

5.8GHz: BPSK/QPSK/16QAM/64QAM/256QAM/1024QAM(OFDMA);

5.1GHz BPSK/QPSK/16QAM/64QAM/256QAM/1024QAM(OFDMA)

LE GFSK

5.1GHz BPSK/QPSK/16QAM/64QAM/256QAM

11b -91dBm(1Mbps) -90dBm(5Mbps) -87dBm(11Mbps)

1la/g -89dBm 6Mbps -82dBm 24Mbps -78dBm 36Mbps -72dBm 54Mbps
11n -85dBm@MCSO0 -67dBm@MCS7 -85dBm@MCS8 -67dBm@MCS15

1lac HT20 -85dBm MCSO ,-57dBm MCS9

1lac HT40 -82dBm MCSO ,-57dBm MCS9

1lac HT80 -79dBm MCSO ,-53dBm MCS9

1lax HE80 -79dBm



EN300 328 EN301 893
MTBF >400000H

1.2 RG-AP850(TR)

RG-AP850(TR) 3 2 LAN1 PoE+ LAN2 12v
Console UsB Reset

1-1 RG-AP850(TR)

1 Reset

2 USB

3

4

5 Console

6 LAN2 /loT
7 LAN1/PoE

8 48V

LAN2 /loT RG-IBS1210(BT)

1.3 RG-AP850(TR)



RG-AP850(TR)
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RG-AP850(TR)
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RG-AP850(TR)

2.5

RG-AP850(TR)

251




RG-AP850(TR)

H2S 0.006 0.03
NO> 0.04 0.15
NHs 0.05 0.15
Clz 0.01 0.3
2.5.5
/ DC48V/0.6A
PoE 802.3at PoE
RG-AP850(TR) 25.5W
POE PoE
2.5.6 EMI

2.6

RG-AP850(TR)

2.7




RG-AP850(TR) AP

3.1

3.2

RG-AP850(TR)

3.3

AP




RG-AP850(TR)

3.4

1) 4 6mm 53mm

3-1

2)

3-2 AP
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RG-AP850(TR)
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RG-AP850(TR)

2)

3-5 AP

“ Ruijie” logo
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RG-AP850(TR)
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1)

2)

3-8 AP
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RG-AP850(TR)

3-9

3-10 AP

3)

3-11 AP
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RG-AP850(TR)

3.7

AP

LAN1/PoE

AP

Console

9600

AP
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RG-AP850(TR)

4.1

4.2

4.3

DC

AP

AP

58

PoE+ AP
DC PoE+ AP
AP AC
PC AP PC PoE
AP
AC
USB Reset

Imm
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RG-AP850(TR)

51
RG-AP850(TR)
CLI
RG-AP850(TR) AC
RG-AP850(TR) Telnet RG-AP850(TR)
RG-AP850(TR)
572
AP AP AP
AP AP AC
5.3
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RG-AP850(TR)
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RG-AP720-L V1.00

RG-AP850(TR)

D-1

SFP+

D-1

10

10
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(mm) (mm)
10 80~150
10~30 150~200
30 200~300



C —DC

DC48V 0.6A

DC

1.35mm 3.5mm

6.4mm
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